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PA6 Pressure vs volume based on 7 bar air pressure
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PA6

Pump A B C D E G
No. (mm) (mm) (mm) (mm) (mm) (mm)

PA6 197 149 111 241 127 102 x 229
PA6A 197 149 111 241 127 102 x 229

PA6AM 197 149 111 241 127 102 x 229
PA6M 197 149 111 241 127 102 x 229
PA6R 197 149 111 241 127 102 x 229

PA6RM 197 149 111 241 127 102 x 229
PA6M-1 200 152 111 321 187 —
PA6AM-2 254 197 171 292 241 203 x 254

PA6-2 260 203 178 292 241 130 x 181
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PA6M-1

PA6-2

Air Supply Reservoir Oil Prod.
Order Req’d  Cap. Usable Port Wt.

Description No. (bar) (l) (l) (in) (kg)

Base model pump with high density polyethylene reservoir. PA6 3-8 1,7 1,6 3/8-NPTF 6,3
PA6 with externally adjustable relief valve. PA6A 3-8 1,7 1,6 3/8-NPTF 6,8
PA6A with metal reservoir. PA6AM 3-8 1,7 1,6 3/8-NPTF 7,7
PA6, except has metal reservoir. PA6M 3-8 1,7 1,6 3/8-NPTF 8,2
PA6 with 3,7m remote control. PA6R 3-8 1,7 1,6 3/8-NPTF 9,3
PA6R, except has metal reservoir. PA6RM 3-8 1,7 1,6 3/8-NPTF 9,8
PA6, except has 3,8 l metal reservoir. PA6M-1 3-8 3,8 3,0 3/8-NPTF 10,7
PA6, except has 7,6 l high density polyethylene reservoir. PA6-2 3-8 7,6 7,3 3/8-NPTF 11,1
PA6, except has 9,5 l metal reservoir. PA6M-2 3-8 9,5 9,1 3/8-NPTF 14,5

Typical Set-up
Hook-up for single-acting cylinders
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Air Supply Reservoir Prod.
Order Valve Req’d Cap. Usable Oil Port Wt 

Description No. No. (bar) (l) (l) (in) (kg)

Base model pump with high density PA6D 9504, 3-way/ 3 - 8 1,7 1,6 3/8-NPTF 8,3
polyethylene reservoir. 4-way
PA6D, except has metal reservoir. PA6DM 9504, 3-way/ 3 – 8 1,7 1,6 3/8-NPTF 9,2

4-way
PA6D, except has 3,8 l metal reservoir. PA6DM-1 9504, 3-way/ 3 – 8 3,8 3,0 3/8-NPTF 12,7

4-way
PA6D, except has 7,6 l, high density PA6D2 9504, 3-way/ 3 – 8 7,6 7,3 3/8-NPTF 13,0
polyethylene reservoir. 4-way
PA6D, except has 9,5 l metal reservoir. PA6DM-2 9504, 3-way/ 3 – 8 9,5 9,1 3/8-NPTF 16,4

4-way

PA6D2

PA6DM-1

PA6D pump, DG100 digital pressure
gauge and 25 ton cylinder used in a
test fixture. 

Typical Set-up
Hook-up for
double-acting
cylinders
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